KASA 45-90 DERECE KESIM MAKINAS| g MAY KKM - II

CASE 45-90 DEGREE CUTTING MACHINE

MAKINE OZELLIKLERI

¢ Ahsap veya kompozit kapi kasasi 45° - 90° kesmek ve metal
clips baglanti yerini agmak icin tasarlanmistr.

¢ 45° - 90° kesim acisi pnomatik silindir ile hizl ve hassas
ayarianabilir

¢ Kasa uzerine kaplanan malzemeyi keserken kaplamayi
Kirmasz.

¢ Testerer muhafazalan, is guvenligine uygun sekilde
tasarlanmugtir.

¢ Kasa yan dlcusu ve baslik olcusu kontrol panelin'den ayn ayr
okunur.

¢+ Kontrol paneli kullanimi kolay ve dokunmatik ekranlidir.

4 Otomatik lcu ayar secenegi opsiyoneldir.

MACHINE PROPERTIES

¢ The wooden or composite door frame 45 ° - 90 ° is designed to cut
and open the connection of metal clips.

¢ 45°-90° cutting angle can be adjusted quicly and precisely
with pneumatic cylinder.

¢ It does not break the coating when cutiing the meterial
coated on the case.

: ¢ The saw housings are designed in accordance with work safety.

R ¢ The case side size and header size are read separately
from the control panel.

¢+ The control panel is easy to use and has a touch screen.

¢ The automatic measurement setting option is optional.

TEKNIK OZELLIKLER - TECHNICIAL SPECIFICATIONS

En Buyuk Kesme Boyu Largest Cutting Length 2350 mm

En KUcuk Kesme Boyu Smallest Cutting Length 650 mm

En Buyuk Kesme Yuksekligi Largest Cutting Height 50 mm

En BlUyUk Genis Kesme Boyu Largest Wide Cutting Length 260 mm

Testere Capl sawing Diameter 350 mm

' Testere Motor Glicil Saw Engine Power 2.2 KW
| Cizici Testere Motor Gucu Motor Power, Plotter Saw 1.1 KW
Toplam Motor Gucl Total Engine Power 6.6 KW

: Voltaj ve Hava Basincl Voltage and Air Pressure 380 VoIt 50 Hz 6-10 Bar
En x Boy x YUkseklik Width x Length x Height 3600 x 1350 x 1600 mm

AQirlik Weight 1250 KG
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